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SPECIFICATIONS

Image Sensor

1/3” 4 Megapixel Aptina CMOS

Effective Pixels

1920(H)x1080(V)

Scanning System

Progressive

Electronic Shutter Speed

Auto/Manual 1/50~1/10000

Min. Il

Color: 0. 1LUX/F1.4, B/W: 0.01LUX/F1.4,0Lux (IR on)

S/N Ratio >50dB

Max. IR LEDs Length 20m

Day/Night Auto(ICR) / Color / B/W
klight Ci BLC

White Balance Auto

Gain Control Auto/Manual

Noise Reduction 3D

Privacy kil Up to 4 areas

Slow Shutter None / Low / Middle / High

Motion Detection 22X18 areas

Focal Length 2.8mm

Max Aperture F1.2 (F2.0/F1.8/F1.8)
Compression H.264 High Profile / JPEG Snapshot

) 50Hz Mode: 960P(1280X960) / 720P(1280x720) /
Resolution

60Hz Mode: 960P(1280X960) / 720P(1280x720) /
Main Stream 960P/720P/D1(1 ~ 25/30fps)
Sub Stream D1/CIF(1~ 25/30fps)
Bit Rate H.264: 64K ~ 5192Kbps
h RJ-45 (10/100Base-T)

Protocol IPv4, HTTP, SSL, TCP/IP, UDP, UPnP, ICMP, IGMP,
ONVIF ONVIF Ver. 2.0
Max. User Access 5 users
Smart Phone iPhone,Windows Mobile, BlackBerry,Symbian,
Browser IEs Chrome. Firefox. Safari
Power Supply DC12V, PoE (802.3af)
Power C <6W
Working Environment Temperature: -10°C~+60°C, Humidity: 10%~90%
Ingress Protection IP66
Di i 159.5 x 74.5mm
Weight 500g
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